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DC + cable 1,5 kV

DC - cable 1,5 kV

MV cable 33kV

Data network

AC auxiliary system 0,4 kV

Specification

# Designation Name Q-ty
Unit

weight,

kg
Note

1 Battery system 18

2 PCS&MV Power Station 5

3

4
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Legend

MV AC TRENCH

40

12,6

Warning tape

40x4mm galvanized earthing strip

Mechanical protection
tiles

Cable 33 kV

Sand bedding for MV AC cables

Natural ground

Backfilling, excavated
soil

min. 5 (2,5cm)

MV AC TRENCH

65

MV AC TRENCH - ROAD CROSSING

70

21,6 21,6

LV AC & DC TRENCH

21,6 21,6

50

min. 5 (2,5cm)

6,25 6,25 6,25 6,25 6,25

LV AC & DC TRENCH

6,25 6,25 6,25 6,25 6,25

6,
25

50

min. 5 (2,5cm)

Warning tape

40x4mm galvanized earthing strip

Mechanical protection
tiles

Cable 33 kV
Sand bedding for MV AC cables

Natural ground

Backfilling, excavated
soil

Internal road section
view

Warning tape

40x4mm galvanized earthing strip
Cable 33 kV

Sand bedding for additional
protection

Natural ground

Backfilling, excavated
soil

DN160 HDPE rigid ducts for MV
AC cables

Warning tape

40x4mm galvanized earthing strip

Auxiliary supply

Sand bedding for LV AC cables

Natural ground

Backfilling, excavated
soil

Warning tape

Auxiliary supply

Sand bedding for LV AC cables

Natural ground

Backfilling, excavated
soil

min. 5 (3,6cm)

 CCTV and acceess control system

Grounding&lighting system

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
W

AutoCAD SHX Text
E


	Листы и виды
	BESS GLODENI_Cable_Plan


		2025-10-01T12:32:36+0300
	Lazar Laura




